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Whether you’re a superintendent, an operator, or a technician, you’ll find that both 
these mowers excel in all facets. With industry firsts like offset cutting units, an 
Operator Command Arm, and Sit-On-Seat (SOS) Diagnostics, the 2500B and the 
2500E Hybrid are many passes ahead of their rivals.

Whichever you choose, you can be confident you have the most technologically 
advanced riding greens mower made today. 

Photo taken at Tobacco Road GC • Sanford, NC

Operator Command Arm. 
The controls for the throttle, 
cutting units, and lift/lower 
lever are conveniently 
located at the operator’s 
right fingertips.

Hydraulics. The hydraulic 
system of the 2500B uses 
hydraulic hard lines for 
increased reliability.

Heritage Highlands GC • Tuscon, AZ
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2500E
Putting power in its proper place: 
the 2500E Hybrid.
It’s about advanced technology. And common sense. The 2500E is a hybrid mower that 
puts power in all the right places. With a choice of a gas or diesel engine, the 2500E Hybrid 
powers the reels using a belt-driven alternator. By removing all the hydraulics from the 
cutting units, we’ve eliminated 102 potential leak points. And since 90 percent of all 
hydraulic leaks occur in and around the reels, the possibility of a leak is extremely remote.

4 2500E

Tuscon CC • Tuscon, AZ

Quiet
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Alternator. Better 
than a battery: an 
alternator powers 
the reels on the 
2500E Hybrid, for 
consistent power 
all day long.

On board diagnostics. 
By simply looking at 
LED lights for proper 
inputs and outputs 
on our white box 
controller, technicians 
can quickly analyze 
the electrical system.

The 2500E reduces fuel usage and sound levels, without compromising 
cut quality. An alternator keeps the reels going at an ideal speed—while 
the engine stays at a reduced throttle. And unlike a battery, which 
drains over time, the 2500E’s alternator stays at a constant power 
level, delivering the same quality of cut on the first green as it 
does on the eighteenth.

The 2500E Hybrid system allows for 
the reels to maintain 2200 rpm while the 
engine runs at lower rpms, thus reducing 
sound levels and fuel consumption.

The 2500E Hybrid electric brushless reel 
motors require little or no maintenance 
and are internally filled with epoxy for 
maximum sealing.

102 hydraulic leak points have been 
eliminated on the 2500E Hybrid, since 
all the hydraulics have been removed 
from the cutting unit drive circuit.

Three perfect cuts: 
grass, fuel, and noise.

Quietest engine-powered greens mower*

* By ISO standards as of March 12, 2008.
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The hanger on the front of the grass 
catchers helps transfer 2/3 of the 
clipping weight away from the cutting 
units and onto the lift arms to maintain 
a consistent height of cut.

Seat is positioned to handle 
small to large operators with 
a wide range of adjustment.

Using an accessible foot 
control, the operator can 
easily adjust the 5-position 
tilt steering column.

Foot Controls. The forward and reverse 
foot pedals are easy to identify, with the 
forward pedal larger than the reverse.

Greens Tender Conditioner. The Greens 
Tender™ Conditioner is available as an 
attachment for even finer grooming. It 
stands grass up for an even, clean cut.

6 2500B

Tires. There are three tire options for 
both the 2500B and 2500E Hybrid. Two 
sets of smooth tires, and turf tires for 
additional traction in more difficult areas.

Both the 2500B and the 2500E Hybrid are operator delights. 
The operator station provides an excellent view of all the cutting 
units. A convenient cup holder is located in the console. And 
a storage compartment located below the control arm can be 
used for clothes, tools, or small drink holders.

Cutting Unit. The 22-in. standard cutting 
units are available with either an 11-blade 
greens reel or a 7-blade heavy section reel.

A comfortable ride

Vertis QCA
1300 19th Street, Suite 200
East Moline, IL 61244
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Light on the green, precise on the cut.
Leave behind a great cut and nothing else. That’s the 
theory behind our riding greens mowers. Both the 
2500B and 2500E Hybrid are extremely light on their 
feet, with the lowest psi in the industry. Thanks to a 
high-strength tubular steel frame, our riding mowers 
carry less weight while actually being stronger than 
frames that weigh much more. Low-profile tires also 
help keep the weight off. They have a wide footprint, 
thus minimizing ground pressure.

The cutting units on both units are offset to the left-hand 
side of the machine. Not only does this provide good 
visibility to the center cutting unit, the offset design 
also allows the operator to alternate the cleanup cut 
each day. This allows the turf an extra day to recover, 
eliminating “triplex ring” on the green.

2500B

Exceptional Parts Support. Behind every John Deere product is a 
parts support network to get you the high-quality part you need fast. 
If your distributor does not have a part in stock, in most cases you 
can order it by 5 p.m., and have it the next day. Or even order parts 
online at www.JDParts.JohnDeere.com.

.
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This literature has been compiled for worldwide circulation. While general information, pictures and descriptions are provided, some illustrations and text may include finance, credit, insurance, product options and accessories NOT AVAILABLE in all regions. PLEASE 
CONTACT YOUR LOCAL DEALER FOR DETAILS. John Deere reserves the right to change specification, design and price of the products described in this literature without notice. John Deere's green and yellow color scheme, the leaping deer symbol, and JOHN DEERE 
are trademarks of Deere & Company.

*The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will be less. Meets 2007 CARB standards.

circulation. While general information, pictures and descriptions are provided, some illustrations and text may include finance, credit, insurance, product options and accessories NOT AVAILABLE in all regions. PLEASE 
hn Deere reserves the right to change specification, design and price of the products described in this literature without notice. John Deere's green and yellow color scheme, the leaping deer symbol, and JOHN DEERE 

the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will be less. Meets 2007 CARB standards.

This literature has been compiled for worldwide c
CONTACT YOUR LOCAL DEALER FOR DETAILS. Joh
are trademarks of Deere & Company.

*The engine horsepower information is provided by t

2500E DIESEL
ENGINE*

Type

Horsepower

Air Cleaner
Cooling
Oil Filter
Engine Oil Capacity

Pressurized Lubrication System
Number of Cylinders
Displacement

Gas: Kawasaki FD 620D, V-twin, OHV 4-cycle
Diesel: Yanmar IDI Diesel TNV70-XJGM
Gas HP: 19.9 hp (14.8 kW) per SAE J1995
Diesel HP: 19.6 hp (14.6 kW) per SAE J1995
@ 3,000 RPM
Semi-cyclone, dry-type, dual-stage
Liquid
Full-fl ow fi lter
Gas: 2 U.S. qt. (1.7 L) w/fi lter
Diesel: 3.1 U.S. qt. (2.6 L) w/fi lter
Standard
Gas: 2; Diesel: 3
Gas: 585 cc; Diesel: 784 cc

Kawasaki FD 620D

19.9 hp (14.8 kW) per SAE J1995

Semi-cyclone dry-type dual-stage
Liquid
Full fl ow fi lter
2 U.S. qt. (1.7 L)

Standard
2
585 cc

Yanmar IDI Diesel TNV70-XJGM

19.6 hp (14.6 kW) per SAE J19995 @ 3,000 RPM

Semi-cyclone dry-type dual-stage
Liquid
Full fl ow fi lter
3.1 U.S. qt (2.6 L) 

Standard
3
784 cc

WEIGHTS AND DIMENSIONS

Wheelbase
Tread Width
Mowing Position Width
Turning Radius, Uncut Circle
Empty Weight (Full Fluids, No Operator or Fuel)

51.0 in. (129.5 cm)
40.0 in. (101.5 cm)
62.0 in. (157.5 cm)
18 in. (45.7 cm)
1,233 lb. (559.2 kg) Gas; 
1,405 lb. (637.3 kg) Diesel

51.0 in. (129.5 cm)
40.0 in. (101.5 cm)
62.0 in. (157.5 cm)
18 in. (45.7 cm)
1,281 lb. (581 kg)

51.0 in. (129.5 cm)
40.0 in. (101.5 cm)
62.0 in. (157.5 cm)
18 in. (45.7 cm)
1,453 lb. (659 kg)

CUTTING UNITS

Number
Size
Backlapping

Clip Frequency

Front Rollers
Reel Diameter
Bedknife Adjustment
Height of Cut

Number of Blades
Mower Lift
Real Speed

3, Patented offset design
22 in. (55.9 cm) fl oating, standard
Standard On Board Micro Backlapping and
Reel Speed control
0.045-in. per mph (0.71 mm/km/h) with 11 blade reel;
0.072-in. per mph (1.14 mm/km/h) with 7-blade reel
Optional, smooth, grooved or spiral
5 in. (12.7 cm)
Bedknife-to-reel
5⁄64–3⁄4 in. (2.0–19 mm) or 5⁄8–1.25 in.
(16 mm–32 mm) with 3-in. spiral-grooved
roller with spiral endcaps
7 or 11 blades
Cylinder for front two units, cylinder for center unit
Adjustable

3, Patented offset design
22-in. (55.9 cm) fl oating standard
On machine, variable adjustment capability

0.045 in./mph (0.71 mm/km/h) with 11-blade reel;
0.072 in./mph (1.14 mm/km/h) with 7-blade reel
Optional/smooth, grooved, or spiral
5 in. (12.7 cm) 
Bedknife to reel
5/64–3/4 in. (2.0–19 mm) w/2-in. roller or 5/8–
1-1/4 in. (16–32 mm) with 3-in. spiral-grooved
roller with spiral endcaps
7 or 11 blades
Cylinder for front 2 units, cylinder for center unit
N/A

3, Patented offset design
22-in. (55.9 cm) fl oating standard
On machine, variable adjustment capability

0.045 in./mph (0.71 mm/km/h) with 11-blade reel;
0.072 in./mph (1.14 mm/km/h) with 7-blade reel
Optional/smooth, grooved, or spiral
5 in. (12.7 cm)
Bedknife to reel
5/64– 3/4 in. (2.0–19 mm) or 5/8–1-1/4 in. 
(16–32 mm) with 2-in. spiral-grooved
roller with spiral endcaps 
7 or 11 blades 
Cylinder for front 2 units, cylinder for center unit
N/A

CERTIFICATION ANSI B71.4-2004 ANSI B71.4-2004 ANSI B71.4-2004

ROPS

Engine

2 Post SAE J21294 Roll Over Protection Structure 
with Seat Belts meets pending ISO 21299 standard.
Gas: Meets 2008 CARB & EPA
Diesel: Yanmar Engine Meets EPA Tier 2,
Interim Tier 4 and Tier 4

2 Post SAE J21294 Roll Over Protection Structure
with Seat Belts meets pending ISO 21299 standard.
Meets 2008 CARB & EPA

2 Post SAE J21294 Roll Over Protection Structure
with Seat Belts meets pending ISO 21299 standard.
Yanmar Engine Meets EPA Tier 2, Interim Tier 4
and Tier 4

SOUND LEVELS AT OPERATOR EAR (dba)

Full Engine RPM
 With GTC and Power Brush Attachments
 With 11/7 Blade Cutting Units
    and No Attachments
Reduced Engine RPM
    With GTC and Power Brush Attachments
    and 2250 Engine RPM
    With 11/7 Blade Cutting Units,
    No Attachments and 2250 Engine RPM
Fuel Savings

N/A

N/A

N/A

N/A
N/A

83 db(A)

81 db(A)

83 db(A)

79 db(A)
Operating the 2500E Hybrid at 2250 RPM will reduce 
the fuel consumption up to 30%.

87 db(A)
 
83 db(A)

81 db(A)

79 db(A)
Operating the 2500E Hybrid at 2250 RPM will reduce 
the fuel consumption up to 30%.

*The engine horsepower information is provided by the engine manufacturer to be used for comparison purposes only. Actual operating horsepower will 
be less. Meets CARB standards.

This literature has been compiled for worldwide circulation. While general information, pictures and descriptions are provided, some illustrations and text may include 
fi nance, credit, insurance, product options and accessories NOT AVAILABLE in all regions. PLEASE CONTACT YOUR LOCAL DEALER FOR DETAILS. John Deere reserves 
the right to change specifi cation, design and price of the products described in this literature without notice. John Deere’s green and yellow color scheme, the leaping 
deer symbol, and JOHN DEERE are trademarks of Deere & Company.

John Deere Golf is committed to all those who make the game come alive. Our support stretches from the lushest grass varietals to precise equipment to innovative 
irrigation systems. Whether a distributor, agronomic sales rep, or credit consultant, our personnel aim to provide customers the best service on a fi rst-name basis. 
So you’re not just getting the best in machines, supplies and maintenance, but the best of a whole organization, dedicated to you.

DKA1898 (08-04) Litho in U.S.A. (Ref#: 08-2847) www.JohnDeere.com/Golf

2500B 2500E GAS
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